June 29, 2006

REVISION OF SECTION 601
FORMS AND FALSEWORK
NOTICE

This is a standard special provision that revises or modifies CDOT’s Standard Specifications for Road and Bridge Construction  It has gone through a formal review and approval process and has been issued by CDOT’s Project Development Branch with formal instructions for its use on CDOT construction projects.  It is to be used as written without change.  Do not use modified versions of this special provision on CDOT construction projects, and do not use this special provision on CDOT projects in a manner other than that specified in the instructions unless such use is first approved by CDOT’s Standards and Specifications Unit.  The instructions for use on CDOT construction projects appear below.

Other agencies which use the Standard Specifications for Road and Bridge Construction to administer construction projects may use this special provision as appropriate and at their own risk.

Instructions for use on CDOT construction projects:  
Use on projects requiring forms or falsework. This specification should be used in conjunction with the Revision of Section 509, Erection of Steel Structures or the Revision of Section 618, Erection of Pre-cast Concrete Members, as appropriate.

June 29, 2006

REVISION OF SECTION 601
FORMS AND FALSEWORK

Section 601 of the Standard Specifications is hereby revised for this project as follows:

Subsection 601.09 (b) shall include the following:

Forms for the placement of deck concrete or other concrete work associated with structural steel girders shall be constructed so that any concentrated loads applied to girder webs shall be within 6 inches of a flange or stiffener.  Where loads are applied to steel girder webs, they shall be applied in a manner that will not produce distortion to the web.

For structural steel girders, temporary struts and ties shall be provided as necessary to resist lateral loads applied to the girder flanges and to prevent appreciable relative movement between the edge of deck form and the adjacent steel girder. 

In subsection 601.11 (a), delete the first paragraph and replace with the following:
(a) General.  Falsework is defined as any temporary construction used to support structural elements of concrete, steel, masonry or other materials during their construction or erection until they become self-supporting.  Falsework may also be used to provide temporary support to elements of a structure during demolition.  Formwork is the temporary structure or mold used to retain plastic or fluid concrete in its designated shape until it hardens.

In subsection 601.11 (d), delete the second paragraph and replace with the following:

Falsework for the placement of deck concrete or other concrete work associated with structural steel girders shall be constructed so that any concentrated loads applied to girder webs shall be within 6 inches of a flange or stiffener.  Where loads are applied to steel girder webs, they shall be applied in a manner that will not produce distortion to the web.
For structural steel girders, temporary struts and ties shall be provided as necessary to resist lateral loads applied to the girder flanges and to prevent appreciable relative movement between the edge of deck form and the adjacent steel girder. 

