	CONCRETE PAVEMENT PRE-PAVING CONFERENCE AGENDA

	The items in the following agenda are minimum requirements that should be covered during the conference. The agenda may be used as is or as a base to develop a customized agenda.

	Project Number:
	
	Resident Engineer:
	

	Project Code (SA):
	
	Project Engineer:
	

	Location:
	
	Contractor:
	

	Date:
	
	Superintendent:
	

	Time:
	
	Foreman:
	

	I. Attendance Roster

	Name:
	
	Office Number:
	

	Representing:
	
	Fax Number:
	

	Street Address:
	
	Cell Number:
	

	City, State, Zip:
	
	E-Mail Address:
	

	

	Name:
	
	Office Number:
	

	Representing:
	
	Fax Number:
	

	Street Address:
	
	Cell Number:
	

	City, State, Zip:
	
	E-Mail Address:
	

	

	Name:
	
	Office Number:
	

	Representing:
	
	Fax Number:
	

	Street Address:
	
	Cell Number:
	

	City, State, Zip:
	
	E-Mail Address:
	

	

	Name:
	
	Office Number:
	

	Representing:
	
	Fax Number:
	

	Street Address:
	
	Cell Number:
	

	City, State, Zip:
	
	E-Mail Address:
	

	

	Name:
	
	Office Number:
	

	Representing:
	
	Fax Number:
	

	Street Address:
	
	Cell Number:
	

	City, State, Zip:
	
	E-Mail Address:
	

	

	Name:
	
	Office Number:
	

	Representing:
	
	Fax Number:
	

	Street Address:
	
	Cell Number:
	

	City, State, Zip:
	
	E-Mail Address:
	

	

	Name:
	
	Office Number:
	

	Representing:
	
	Fax Number:
	

	Street Address:
	
	Cell Number:
	

	City, State, Zip:
	
	E-Mail Address:
	

	

	Name:
	
	Office Number:
	

	Representing:
	
	Fax Number:
	

	Street Address:
	
	Cell Number:
	

	City, State, Zip:
	
	E-Mail Address:
	

	

	Name:
	
	Office Number:
	

	Representing:
	
	Fax Number:
	

	Street Address:
	
	Cell Number:
	

	City, State, Zip:
	
	E-Mail Address:
	

	

	Name:
	
	Office Number:
	

	Representing:
	
	Fax Number:
	

	Street Address:
	
	Cell Number:
	

	City, State, Zip:
	
	E-Mail Address:
	


	CONCRETE PAVEMENT PRE-PAVING CONFERENCE AGENDA (continued)

	I. Attendance Roster (continued)

	Name:
	
	Office Number:
	

	Representing:
	
	Fax Number:
	

	Street Address:
	
	Cell Number:
	

	City, State, Zip:
	
	E-Mail Address:
	

	

	Name:
	
	Office Number:
	

	Representing:
	
	Fax Number:
	

	Street Address:
	
	Cell Number:
	

	City, State, Zip:
	
	E-Mail Address:
	

	

	Name:
	
	Office Number:
	

	Representing:
	
	Fax Number:
	

	Street Address:
	
	Cell Number:
	

	City, State, Zip:
	
	E-Mail Address:
	

	

	Name:
	
	Office Number:
	

	Representing:
	
	Fax Number:
	

	Street Address:
	
	Cell Number:
	

	City, State, Zip:
	
	E-Mail Address:
	

	

	Name:
	
	Office Number:
	

	Representing:
	
	Fax Number:
	

	Street Address:
	
	Cell Number:
	

	City, State, Zip:
	
	E-Mail Address:
	

	

	Name:
	
	Office Number:
	

	Representing:
	
	Fax Number:
	

	Street Address:
	
	Cell Number:
	

	City, State, Zip:
	
	E-Mail Address:
	

	

	Name:
	
	Office Number:
	

	Representing:
	
	Fax Number:
	

	Street Address:
	
	Cell Number:
	

	City, State, Zip:
	
	E-Mail Address:
	

	

	Name:
	
	Office Number:
	

	Representing:
	
	Fax Number:
	

	Street Address:
	
	Cell Number:
	

	City, State, Zip:
	
	E-Mail Address:
	

	

	Name:
	
	Office Number:
	

	Representing:
	
	Fax Number:
	

	Street Address:
	
	Cell Number:
	

	City, State, Zip:
	
	E-Mail Address:
	

	

	Name:
	
	Office Number:
	

	Representing:
	
	Fax Number:
	

	Street Address:
	
	Cell Number:
	

	City, State, Zip:
	
	E-Mail Address:
	

	

	Name:
	
	Office Number:
	

	Representing:
	
	Fax Number:
	

	Street Address:
	
	Cell Number:
	

	City, State, Zip:
	
	E-Mail Address:
	


	CONCRETE PAVEMENT PRE-PAVING CONFERENCE AGENDA (continued)

	II. Project Organization and Status

	A. Colorado Department of Transportation Personnel:

	1. Personnel in Charge at Paving Site:

	Name/Title:
	
	Fax Number:
	

	Office Number:
	
	Home Number:
	

	Mobile Number:
	
	E-Mail Address:
	

	2. Assistant-in-Charge (when personnel identified in A.1 is not present):

	Name/Title:
	
	Fax Number:
	

	Office Number:
	
	Home Number:
	

	Mobile Number:
	
	E-Mail Address:
	

	3. Tester:

	Name/Title:
	
	Fax Number:
	

	Office Number:
	
	Home Number:
	

	Mobile Number:
	
	E-Mail Address:
	

	4. Inspector/Duties:

	Name/Title:
	
	Fax Number:
	

	Office Number:
	
	Home Number:
	

	Mobile Number:
	
	E-Mail Address:
	

	5. Inspector/Duties:

	Name/Title:
	
	Fax Number:
	

	Office Number:
	
	Home Number:
	

	Mobile Number:
	
	E-Mail Address:
	

	6. Inspector/Duties:

	Name/Title:
	
	Fax Number:
	

	Office Number:
	
	Home Number:
	

	Mobile Number:
	
	E-Mail Address:
	

	7. Other:

	Name/Title:
	
	Fax Number:
	

	Office Number:
	
	Home Number:
	

	Mobile Number:
	
	E-Mail Address:
	

	Comments:



	B. Contractor Personnel:

	1. Quality Control Supervisor:

	Name/Title:
	
	Fax Number:
	

	Office Number:
	
	Home Number:
	

	Mobile Number:
	
	E-Mail Address:
	

	2. Other:

	Name/Title:
	
	Fax Number:
	

	Office Number:
	
	Home Number:
	

	Mobile Number:
	
	E-Mail Address:
	

	3. Other:

	Name/Title:
	
	Fax Number:
	

	Office Number:
	
	Home Number:
	

	Mobile Number:
	
	E-Mail Address:
	

	4. Other:

	Name/Title:
	
	Fax Number:
	

	Office Number:
	
	Home Number:
	

	Mobile Number:
	
	E-Mail Address:
	

	Comments:




	CONCRETE PAVEMENT PRE-PAVING CONFERENCE AGENDA (continued)

	III. Scheduling

	A. Materials:

	Materials will be available for sampling on:



	B. Concrete Plant:

	Concrete plant will be ready to be checked on:



	C. Paving Equipment:

	Paving equipment will be set up and ready for approval on (see subsection 412.07 of the Standard Specifications):



	D. Paving Sequence:

	1. The Contractor will commence paving on:



	2. Concrete batching will start at:



	3. Concrete will be delivered to the paver at:



	4. The Contractor proposes to work the following hours:



	5. How many days per week does the Contractor intend to work?



	6. What paving sequence will the Contractor follow?



	a. Where will paving start?


	b. What width will be paved?


	c. The Contractor shall detail his plan to complete the rest of the paving, including widths and proposed starting

    dates. Comments:



	(1).



	(2).



	(3).



	(4).



	(5).




	CONCRETE PAVEMENT PRE-PAVING CONFERENCE AGENDA (continued)

	III. Scheduling (continued)

	E. Sealing:

	1. When will sealing begin?



	2. Sealing will be performed in accordance with subsection 412.18 of the Standard Specifications. Before installation of

    the backer rod or sealant, the following shall be completed:

a. Repair of defective pavement slabs and repair and proper curing of cracks or spalls in accordance with subsection

    412.16 of the Standard Specifications.

b. Corrective work for tining. 

c. Corrective work for pavement smoothness in accordance with subsection 412.17(c) of the Standard Specifications.

Comments:



	F. Profilograph Delivery:

	The profilograph should be on the project three working days before the start of any concrete pavement work. When will the profilograph be delivered to the project?



	G. Other Scheduled Items:

	Other scheduling items that will affect the start of concrete paving include:



	1. 



	2. 



	3. 



	4. 



	5. 



	6. 



	7. 




	CONCRETE PAVEMENT PRE-PAVING CONFERENCE AGENDA (continued)

	IV. Pre-Paving Requirements and Inspections

	The Contractor is hereby notified that no concrete pavement shall be placed prior to the review, inspection, and approval of the following items:

	A. Concrete Mix Design:

	Comments:



	B. Batch Plant Operations:

	The batch plant will be operated in accordance with AASHTO M 157 and subsection 601.06 of the Standard Specifications. Comments:



	C. Cement and Fly Ash:

	Cement and fly ash shall be handled in accordance with the requirements of subsection 601.06(a) of the Standard Specifications. Comments:



	D. Water:

	Water shall be measured in accordance with the requirements of subsection 601.06(b) of the Standard Specifications. Comments:



	E. Aggregates:

	Aggregates shall be stockpiled and handled in accordance with the requirements of subsections 601.06(c) of the Standard Specifications. Comments:



	F. Aggregate Contamination:

	What is the Contractor’s quality control plan to prevent earth materials from contaminating the aggregate?



	G. Bins and Scales:

	Bins and scales shall comply with the requirements of subsection 601.06(d) of the Standard Specifications. Comments:



	H. Paving and Hauling Equipment:

	Paving and hauling equipment shall be examined and approved in accordance with the requirements of subsection 412.07 of the Standard Specifications. Comments:




	CONCRETE PAVEMENT PRE-PAVING CONFERENCE AGENDA (continued)

	IV. Pre-Paving Requirements and Inspections (continued)

	I. Subgrade:

	Subgrade should be inspected and approved in accordance with the requirements of subsection 412.08 of the Standard Specifications. Comments:



	J. Tie Bars:

	What method will be used for placing tie bars? 



	1. Longitudinal construction joints shall be constructed in accordance with subsection 412.13(a)1 of the Standard

    Specifications. Tie bars shall be placed perpendicular to the longitudinal joint by an approved method. The tie bar

    should be inserted in front of the vibrators so that the concrete is consolidated around the tie bar. Approval of the

    Contractor's method should be contingent on his showing that the method will provide proper consolidation around the

    tie bar and the necessary pull-out resistance. Comments:



	2. Longitudinal weakened plane joints shall be constructed in accordance with subsection 412.13(b)1 of the Standard

   Specifications. Epoxy coated deformed steel tie bars shall be placed perpendicular to the longitudinal joint by an

   approved method. The Contractor's method must properly space the tie bars and place them at the correct depth.

   Comments:



	V. Haul Routes, Legal Loads, and Traffic Control

	A. Method of Handling Traffic:

	Has a detailed Method of Handling Traffic been submitted and approved?


	B. Legal Weight Limits:

	All hauling vehicles shall comply with legal weight limits. Comments:


	C. Concrete Protection:

	Traffic will not be permitted on the concrete pavement until 14 days after the pavement has been placed or until the compressive strength has reached 3,000 pounds per square inch in accordance with subsections 105.13 and 412.22 of the Standard Specifications. Comments:


	VI. Safety Requirements

	All Occupational Safety and Health Administration safety procedures must be followed. Comments:




	CONCRETE PAVEMENT PRE-PAVING CONFERENCE AGENDA (continued)

	VII. Special Provision Requirements

	The following Special Provisions for Concrete Pavement are reviewed and discussed below:

	A. Special Provision:

	Comments:



	B. Special Provision:

	Comments:



	C. Special Provision:

	Comments:



	D. Special Provision:

	Comments:



	E. Special Provision:

	Comments:



	F. Special Provision:

	Comments:



	G. Special Provision:

	Comments:



	H. Special Provision:

	Comments:




	CONCRETE PAVEMENT PRE-PAVING CONFERENCE AGENDA (continued)

	VIII. Standard Specification Requirements

	The following Standard Specifications for concrete pavement are reviewed and discussed below:

	A. Equipment (subsection 412.07):

	1. If any vibrator ceases to function properly, the paving operation shall be stopped immediately and not resumed until the

    faulty vibrator has been repaired or replaced, in accordance with subsection 412.07(b) of the Standard Specifications.

    Comments:



	2. The Contractor shall furnish a movable bridge that conforms to subsection 601.05e for use by the Department, in

    accordance with subsection 412.07(d) of the Standard Specifications. CDOT will use this bridge for testing and

    inspection. Comments:



	B. Limitations of Placing Concrete (subsections 412.15 and 601.12[b] and [c]):

	Mixed concrete, which has a temperature of 90 degrees Fahrenheit or higher, shall not be placed. The mixed concrete temperature shall be between 50 and 90 degrees Fahrenheit at the time of placement. Concrete shall not be placed on frozen ground, in accordance with subsection 601.12(b)&(c) of the Standard Specifications. When the air temperature is expected to fall below 35 degrees Fahrenheit, the concrete shall be protected to maintain the temperature at the surface of the pavement at or above 40 degrees Fahrenheit, in accordance with subsection 412.15 of the Standard Specifications. Any time that the air temperature reaches 35 degrees Fahrenheit and is falling, placement of concrete shall cease. All concrete placed within the previous 72 hours shall be immediately protected. This protection shall continue for a period of 5 days from the time of initial placement of the concrete, in accordance with subsection 412.15 of the Standard Specifications. Comments:



	C. Placing Concrete (subsection 412.10):

	Concrete for areas which contain load transfer devices shall not be dumped directly from the hauling vehicles onto the grade. Concrete shall be placed by an approved placement spreader machine. Construction equipment other than standard paving equipment will not be allowed to handle plastic concrete in advance of the paver in the roadway without approval. Comments:




	CONCRETE PAVEMENT PRE-PAVING CONFERENCE AGENDA (continued)

	VIII. Standard Specifications (continued)

	D. Finishing (subsection 412.12):

	1. The addition of superficial water to the surface of the concrete to assist in finishing operations will not be permitted. This

    also means that superficial water cannot be added by soaking the burlap drag. The burlap drag should be kept damp,

    but not so wet that free water is deposited on the surface of the pavement. Comments:



	2. Inability of the finish machine to provide an acceptable surface finish, after corrective action, will be cause for requiring

    replacement of the finish machine. Comments:



	3. Hand finishing will be permitted only in the event of a mechanical breakdown or for narrow widths or areas of irregular

    dimensions. Comments:



	4. After the concrete has been struck off, vibrated, and consolidated, it shall be further smoothed, trued, and consolidated

    by an approved mechanical oscillating float. Hand floating will be permitted only as specified in Item 3. above.

    Comments:



	5. Stationing shall be stamped into the outside edge of the pavement, as shown on the plans. Comments:



	6. The Contractor shall have materials available to protect the pavement slab from the effects of rain until the concrete

    has hardened. Comments:




	CONCRETE PAVEMENT PRE-PAVING CONFERENCE AGENDA (continued)

	VIII. Standard Specifications (continued)

	E. Joints (subsection 412.13):

	1. Immediately after sawing, the sawed joints shall be flushed with water to remove any saw residue, and the saw residue

    shall be completely removed from the surface of the pavement. This residue shall be removed by approved methods.

    The saw residue can simply be washed off the pavement in rural areas. In urban areas or any area where the saw

    residue might enter a live stream, it must be picked up by a vacuum truck or by other approved method. Comments:



	2. The time of sawing shall be determined by the Contractor to prevent random cracking and raveling from the sawing. If

    uncontrolled cracking occurs during or prior to joint sawing, the Contractor shall move the sawing operation ahead and,

    if necessary, add additional sawing units to eliminate uncontrolled cracking. Comments:



	3. When dowel bars are specified in the Contract, they shall be installed within the tolerances and of the size, grade, and

    spacing specified. Dowel assemblies shall be securely stacked or attached to the subgrade to retain their installation

    tolerance during concrete placement. The center of the dowel assembly shall be marked on both sides of the pavement

    slab for reference in sawing the joint. Comments:



	4. When concrete shoulders or widening are constructed subsequent to the driving lanes, transverse weakened plane

    joints shall immediately be formed in the plastic concrete of these widenings to create an extension of the existing

    transverse joint. This tooled joint shall be formed in such a manner that it controls the cracking and shall be sawed and

    sealed. Comments:



	F. Curing (subsection 412.14):

	1. Immediately after the finishing operation has been completed, the entire surface, including tined grooves and exposed

    sides of the newly placed concrete, shall be sprayed uniformly with an impervious membrane curing compound meeting

    the requirements of AASHTO M 148 Type 2. The concrete shall not be left exposed for more than 30 minutes before

    being covered with curing compound. Failure to cover the surface of the concrete within 30 minutes shall be cause for

    immediate suspension of the paving operations. Comments:



	2. Should the curing film become damaged from any cause, within 72 hours after application, the damaged portions shall

    be repaired immediately with additional curing compound. Comments:



	G. Repair of Defective Concrete Pavement (subsection 412.16):

	Defective concrete pavement shall be repaired or replaced at the Contractor's expense. The Contractor's corrective work plan shall be approved prior to performing the work. Comments:
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