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BRIDGE HYDRAULIC INFORMATION

8.1 PURPOSE

This drawing or set of drawings, is to indicate all pertinent hydraulic
information necessary in the design of a structure or structures at a given
location.

8.2 RESPONSIBILITY

This drawing is prepared by the Hydraulic Section or a Hydraulics Consultant.
The responsibility for the accuracy of the hydraulic information presented on
this drawing rests with the Hydraulics Engineer.

8.3 CHECK ITEMS

Listed below are items to be checked in reviewing this drawing.

1. Net and excavated channel width and elevation.
2. Riprap limits, size, thickness, and upper and lower riprap elevations.
3. Design year and 500 tear scour lines.
4. Pertinent water surface elevations.
5. Centerline of channel and direction of flow.
6. Project number in proper box.
7. Check title block for information indicated in section 8.4.

8.4 TITLE BLOCK

This drawing is titled “BRIDGE HYDRAULIC INFORMATION”, and shall be so
indicated in the title block. In addition to the above, the following
information shall be placed in the proper locations of the title block:

Heading text box height is 0.58” for three lines of text, and 0.26” for one
line, in order to center text vertically.

1. Name of stream or creek.
2. Initials of, or first initial and last name of the Designer and

Detailer preparing the drawing.
3. Structure Number or Numbers.
4. Bridge drawing number.

8.5 ADDITIONAL DETAILS

There may be instances when additional details are required, such as bank
protection, channel changes, etc. If possible, these details should be shown
on this drawing; however, if additional drawings are required, they should
directly follow the “BRIDGE HYDRAULIC INFORMATION” drawing.
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