%" DIA. HOLE
(TO REMAIN ABOVE
GROUND FOR REMOVAL)

WEDGE
11 GA. GALVANIZED STEEL
ASTM A-526 G-90

& >
" -
Yo |

:
|

: |

SOCKET - .

}

|

|

|

NOTE: WEDGE SHALL BE INSTALLED
ON SIDE OF POST FACING TRAFFIC.

TUBULAR SOCKET

EDGE OF
TRAVELED WAY

SIGN POST (P)
2%" 0.D. PIPE
(0.08", OR 0.095"
WALL THICKNESS)

|
\
\
\
|
\
OPTION: SLIP BASE ‘
POST, SCHEDULE 40 X}X
O0R 80 |

SIGN MOUNTING
CLAMP |

\'2
) {
~—2'to 8'—= &

EDGE OF
SHOULDER

24" to

8II

36"

48"

+30

12 GA. GALVANIZED
STEEL ASTM - 787

33"

12“

48"

9.5" di 3

12"

[XXX1 Dy

X X
1.314.6

8.1

156"
or 13

S

CLASS B CONCRETE JD_

V1
Y

i
\ 8" DIA. MIN. (12"

DIA. SHALL BE USED
\ IN SANDY SOILS)

1.5" RADIUS, 0.5" BORDER, WHITE ON GREEN;
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